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Product introduction 

L-868 type isolation transformer box

Transformer box is used to store isolated transformers and field wiring. According to the load-bearing 
characteristics, it is divided into L-867 type and L-868 type. There are three materials available cast iron, 
aluminum alloy and stainless steel 

Executive standard 
AC-137-CA-2020-02《technical requirements and testing specifications of isolated transformer box》

MH5001《Technical Standard of Civil Airport Flight Area》

IACO Annex XIV 

Performance characteristics 
米Operating temperature:-55 C -+90 C 
正um心ty: 0-100%; 
米 Bearing capacity: L-867 1724kPa; L-868 3103kPa; H: l-320mm; ll-400mm; lll-550mm; 
沁ood sealing and waterproof performance; 
米 Soil resistant to cor 「osive chemicals such as acid, alkali and oil; 
米 Easy on-site installation, easy maintenance and maintenance 
For spec巾c installation and use methods, please refer to the Instructions for Installation, Use and Maintenance 

of Isolating Transformer Box 
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Product introduction 

Aviation Pallet Net 

B 

Civil aviation standard: 
CTSO/TSO-C90 Cargo Pallets, Nets and Containers 

(Unit Load Devices) 

Technical standard: 
As36100 Air Cargo Unit Load Devices- Performance 
Requirements and Test ParametersAIR1490B 
Envi ronmenta I Degradation of Textiles 

Material standard: 
Fz65002 Test method for physical and mechanical properties of 
special industrial ropes 
GB/T 16604 Polyester filament for industry 
GB/T 24139 PVC-coated fabrics for tarpaulins-Spec巾cation
GB/T 3880.1 Wrought aluminium and aluminium alloy plates, sheets 
and stl'ips fo1· general engineering 
1S09788 Cast components of double stud fitting assembly 

Flammability requirements: 
CCAR-25, Appendix F , part I, paragraph (a)(2)(iv) 

Type specification Catalogue: 

Part NO CAAC FAA Inch in 
NO Model 

CTSOA LODA A B C 

XH-llW/118 回 回 96/88 125 118 

1 AS36100-2A 7N/2M4N 
XH-llW/96 回 回 96/88 125 96 

XH-llW/80 回 回 96/88 125 80 

XH-11W/64 回 回 96/88 125 64 

XH-12W/90 回 口 60 4 125 90 
2 AS36100-2L5N 

回XH-12W/64 口 60.4 125 64 

XH-13W/90 回 口 60 4 61 5 90 
3 AS36100-2K4N 

回XH-13W/64 口 60.4 61.5 64 

4 AS36100-2B7N XH-14W/80 回 口 88 108 80 

XH-lSW/118 回 回 96 238 5 18 
AS36100-2G1N 

回 回XH-15W/96 96 238.5 96 

XH-16W/118 回 回 96 196 118 
6 AS36100-2R1N 

回 回 96 96 XH-16W/96 196 
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Civil aviation standard: 
CTSO/TSO-C90 Cargo Pallets, Nets and Containers (Unit Load Devices) 

Technical standard: 
As36100 Air Cargo Unit Load Devices-Performance Requirements and 
Test Parameters 

Material standard: 
EN 573-3 Al uminium and aluminium alloys - Chemical composition 
and form of wrought products 
EN 485-1 Aluminium and aluminium alloys-Sheet.strip and plate 
AS 33601 Track and Stud fitting for Cargo Transport Aircraft, 
Standard Dimensions For Aerospace Standard 

Flammability requirements: 
CCAR-25, Appendix F, part I, paragraph (a)(2)(iv) 

Type specification Catalogue: 

NO Model Part NO CAAC FAA 
Inch in 

CTSOA LODA 

1 AS36100-2M4P/2M5P XH-01B/96" x 125" 回 口 96x125 

2 AS36100-2A 7P/2ABP XH-02B/88" x 125" 回 口 88x125 

3 AS36100-2L5P XH-04B/60 4"x125" 回 口 60 4x 125 
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Type specification Catalogue: 

NO Model Part NO CAAC 
CTSOA 

1 XH-10D10 回
l 

2 XH-10D20 回
l 

3 XH-10D30 回
XH-10D 

4 XH-10D40 回

5 XH-10D50 回

6 XH-10D60 回

FAA 
LODA 

口

口

口

口

口

口

Civil aviation standard: 
CTSO/TSO-Cl 72a Cargo Restraint Strap Assemblies 

Technical standard: 

AS5385C Cargo Restraint Straps -Design Criteria 
and Testing Methods 

Material standard: 

ISO 16049 Air cargo equipment- Restraint straps 
1S09788 Cast components of double stud fitting 
assembly 

Flammability requirements: 
CCAR-25, Appendix F, part I, paragraph (a)(2)(iv) 

Configuration 

Ratchet type & Double stud fitting Cargo Restraint Strap 

Ratchet type & flat hook Cargo Restraint Strap 

Ratchet type & Double stud fitting Ca「go(with rings) Restraint St「ap

Flat type & Double stud fitting Cargo Restraint Strap 

Flat type & flat hook Cargo Restraint Strap 

Flat type & Double stud fitting Cargo(with rings) Restraint Strap 
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